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Option setting Status

1. Setting SEG2, SEG3 option
Press Low Fan button(∨) to enter SEG2 value.
Press High Fan button(∧) to enter SEG3 value.
Each time you press the button,     …    will be selected in rotation.     

2. Setting Cool mode 

 Press Mode button to be changed to Cool mode in the ON status.

3. Setting SEG4, SEG5 option
Press Low Fan button(∨) to enter SEG4 value.
Press High Fan button(∧) to enter SEG5 value.
Each time you press the button,     …    will be selected in rotation.    

4. Setting Dry mode

 Press Mode button to be changed to DRY mode in the ON status. 

5. Setting SEG6, SEG8 option
Press Low Fan button(∨) to enter SEG6 value.
Press High Fan button(∧) to enter SEG8 value.
Each time you press the button,     …    will be selected in rotation.    

6. Setting Fan mode

 Press Mode button to be changed to FAN mode in the ON status. 

7. Setting SEG9, SEG10 option
Press Low Fan button(∨) to enter SEG9 value.
Press High Fan button(∧) to enter SEG10 value.
Each time you press the button,     …    will be selected in rotation.     

8. Setting Heat mode

 Press Mode button to be changed to HEAT mode in the ON status. 

9. Setting SEG11, SEG12 option
Press Low Fan button(∨) to enter SEG11 value.
Press High Fan button(∧) to enter SEG12 value.
Each time you press the button,     …    will be selected in rotation.    

10. Setting Auto mode 

 Press Mode button to be changed to AUTO mode in the OFF status. 

11. Setting SEG14, SEG15 option
Press Low Fan button(∨) to enter SEG14 value.
Press High Fan button(∧) to enter SEG15 value.
Each time you press the button,     …    will be selected in rotation.    

SEG2 SEG3

SEG4

SEG6

SEG9

SEG11

SEG14

SEG5

SEG8

SEG10

SEG12

SEG15

Setting an indoor unit address and installation option (Continued)
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Setting an indoor unit address and installation option (Continued)

Option setting Status

12. Setting Cool mode

 Press Mode button to be change to Cool mode in the OFF status.

13. Setting SEG16, SEG17 option
Press Low Fan button(∨) to enter SEG16 value.
Press High Fan button(∧) to enter SEG17 value.
Each time you press the button,     …    will be selected in rotation.    

14. Setting Dry mode

 Press Mode button to be change to Dry mode in the OFF status.

15. Setting SEG18, SEG20 option
Press Low Fan button(∨) to enter SEG18 value.
Press High Fan button(∧) to enter SEG20 value.
Each time you press the button,     …    will be selected in rotation.    

16. Setting Fan mode

 Press Mode button to be change to Fan mode in the OFF status.

17. Setting SEG21, SEG22 option
Press Low Fan button(∨) to enter SEG21 value.
Press High Fan button(∧) to enter SEG22 value.
Each time you press the button,     …    will be selected in rotation.    

18. Setting Heat mode

 Press Mode button to be change to HEAT mode in the OFF status.
 

19. Setting SEG23, SEG24 mode
Press Low Fan button(∨) to enter SEG23 value.
Press High Fan button(∧) to enter SEG24 value.
Each time you press the button,     …    will be selected in rotation.    

SEG16

SEG18

SEG21

SEG23

SEG17

SEG20

SEG22

SEG24

Step 4. Input option               

	 Press operation button  with the direction of remote control for set. 
For the correct option setting, you must input the option twice.  

Step 5. Check operation              

	 1. Reset the indoor unit by pressing the RESET button of indoor unit or outdoor unit. 
2. Take the batteries out of the remote controller and insert them again and then press the operation button. 

 

Step 3. Check the option you have set                

	 After setting option, press  button to check whether the option code you input is correct or not. 


















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1. Check whether power is supplied or not. 
- �When the indoor unit is not plugged in, there should be additional power  
 supply in the indoor unit.

2. The panel(display) should be connected to an indoor unit to receive option.

3. Before installing the indoor unit, assign an address to the indoor unit according 
to the air conditioning system plan.

Setting an indoor unit address (MAIN/RMC)

Option No. :  0AXXXX-1XXXXX-2XXXXX-3XXXXX

Option SEG1 SEG2 SEG3 SEG4 SEG5 SEG6

Explanation PAGE MODE Setting Main address 100-digit of indoor 
unit address 10-digit of indoor unit The unit digit of an 

indoor unit

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication Details Indication Details Indication Details Indication Details

0 A

0 No  Main 
address

0~9 100-digit 0~9 10-digit 0~9 A unit 
digit

1

Main 
address 
setting 
mode

Option SEG7 SEG8 SEG9 SEG10 SEG11 SEG12

Explanation PAGE

-

Setting RMC address

-

Group channel(*16) Group address

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication Details Indication Details

1

0 No RMC 
address

RMC1 0~F RMC2 0~F
1

RMC 
address 
setting 
mode

Indoor Unit
1(L) F2

F12(N)

4. Assign an indoor unit address by wireless remote controller.

- The initial setting status of indoor unit ADDRESS(MAIN/RMC) is “0A0000-100000-200000-300000”.

	� When “A”~”F” is entered to SEG5~6, the indoor unit MAIN ADDRESS is not changed.
	� If you set the SEG 3 as 0, the indoor unit will maintain the previous MAIN ADDRESS even if you input the option value of SEG5~6.
	� If you set the SEG 9 as 0, the indoor unit will maintain previous RMC ADDRESS even if you input the option value of SEG11~12.
	 You cannot set SEG11 and SEG12 as F value at the same time.

Setting an indoor unit address and installation option (Continued)
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Setting an indoor unit address and installation option (Continued)

1. Check whether power is supplied or not. 
- �When the indoor unit is not plugged in, there should be additional power  
 supply in the indoor unit.

2. The panel(display) should be connected to an indoor unit to receive option.

3. Set the installation option according to the installation condition of an air 		
conditioner.

- �The default setting of an indoor unit installation option is  
 “020010-100000- 200000-300000”.  

- �Individual control of a remote controller(SEG20) is the function that controls an  
 indoor unit individually when there is more than one indoor unit.

Setting an indoor unit installation option (suitable for the condition of each installation location)

Indoor Unit
1(L) F2

F12(N)

4. Set the indoor unit option by wireless remote controller.

SEG1 SEG2 SEG3 SEG4 SEG5 SEG6

0 2 -

External room 
temperature sensor 

/ Minimizing fan 
operation when 
thermostat is off

Central control FAN RPM 
compensation

SEG7 SEG8 SEG9 SEG10 SEG11 SEG12

1 Drain pump Hot water heater - EEV Step when  
heating stops -

SEG13 SEG14 SEG15 SEG16 SEG17 SEG18

2 External control
External control output 
/ External heater On or 

Off signal
S-Plasma ion Buzzer Number of hours using 

filter

SEG19 SEG20 SEG21 SEG22 SEG23 SEG24

3 Individual control of a 
remote controller

Heating setting 
compensation / 

Removing condensated 
water in heating mode

EEV Step of  
stopped unit during  

oil return/defrost 
mode

Motion detect sensor -

	� 1WAY/2WAY/4WAY MODEL :  Drain pump(SEG8) will be set to ‘USE + 3minute delay’ even if  the drain pump is set to 0.

	� 1 WAY/2WAY/4WAY,DUCT MODEL : �Number of hours using filter(SEG18) will be set to ‘1000hour’ even if the SEG18 is set to  
 exept for 2 or 6.

	� When setting the option other than above SEG values, the option will be set as "0".

	� SEG5 central control option is basically set as 1 (Use), so you don’t need to set the central control option additionally. 
However, if the central control is not connected but it doesn’t indicate an error message, you need to set the central control 
option as 0 (Disuse) to exclude the indoor unit from the central control.

	 The output of hot water heater in SEG9 is generated from the hot coil part of the terminal board in duct models. 

 

F4F3F1 F2 V2V1 1(L) 2(N) 21

HOT 
COIL 

AC 
POWER 

OUTDOOR 
COMMUNICATION 

Wire Remote 
Controller 

DC 12 V 

*  �The output of hot coil terminal is AC 220 V / 230 V  
(The same as Indoor Unit’s input Power) 

COM1 COM2 (+) L N (-) 

	 The external output of SEG15 is generated by MIM-B14 connection. (Refer to the manual of MIM-B14.) 

 02 series installation option
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Option No. :  02XXXX-1XXXXX-2XXXXX-3XXXXX

 02 series installation option(Detailed)

Option SEG1 SEG2 SEG3 SEG4 SEG5 SEG6

Explanation PAGE MODE Use of robot cleaning
Use of external room temperature 

sensor / Minimizing fan operation when 
thermostat is off

Use of central control FAN RPM compensation

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication Details Indication

Details

Indication Details Indication Details

Use of 
External 

room 
temperature 

sensor

Minimizing 
fan operation 

when 
thermostat 

is off

0 2
0 Disuse

0 Disuse Disuse
0 Disuse

0 Disuse

1 RPM  
compensation1 Use Disuse

1 Use
2 Disuse Use (*1)

1 Use 2 High ceiling 
KIT3 Use Use (*1)

Option SEG7 SEG8 SEG9 SEG10 SEG11 SEG12

Explanation PAGE Use of drain pump Use of hot water heater EEV Step when 
heating stops

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication Details Indication Details Indication Details Indication Details

1

0 Disuse 0 Disuse 0 Default 
value

1 Use 1 Use (*2) 1
Noise 

decreasing 
setting

2

When an 
indoor 

unit stops, 
drain 

pump will 
operate 
for 3min.

2 -

3 Use (*2)

Option SEG13 SEG14 SEG15 SEG16 SEG17 SEG18

Explanation PAGE Use of external 
control 

Setting the output of 
external control / External 

heater On/Off signal
S-Plasma ion Buzzer control Number of hours 

using filter

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication

Details

Indication Details Indication Details Indication Details

Setting 
the 

output of 
external 
control

External 
heater 
On/Off 
signal

2

0 Disuse 0 Thermo 
on - 0 Disuse 0 Use 

buzzer 2 1000 Hour

1 ON/OFF 
control 1 Operation 

on -

1 Use

1 Disuse 
buzzer

6 2000 Hour2 OFF 
control 2 - Use (*3)

3
Window 
ON/OFF 
control

3 - Use (*3)

Setting an indoor unit address and installation option (Continued)
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Setting an indoor unit address and installation option (Continued)

*	 Advanced function: Controlling cooling/heating current or power saving with motion detect.
(*1)  �Minimizing fan operation when thermostat is off  

- Fan operates for 20 seconds at an interval of 5 minutes in heat mode. 
(*2)  �1: Fan is turned on continually when the hot water heater is turned on,  

3: Fan is turned off when the hot water heater is turned on with cooling only indoor unit  
Cooling only indoor unit: To use this option, install the Mode Select switch (MCM-C200) on the outdoor unit and fix it as cool mode.

(*3)  �When the following 2 or 3 is used as external heater On/Off signal, the signal for monitoring external contact control will not be output. 
2: Fan is turned on continually when the external heater is turned on,  
3: Fan is turned off when the external heater is turned on with cooling only indoor unit  
Cooling only indoor unit: To use this option, install the Mode Select switch (MCM-C200) on the outdoor unit and fix it as cool mode.

❈	 If Fan is set to off for cooling only indoor unit by setting the SEG9=3 or SEG15=3, you need to use an external sensor or wired remote controller 
sensor to detect indoor temperature exactly.  

(*4)  �Default setting value 
- 4Way Cassette, Mini 4Way Cassette: 5 °C 
- Other indoor units: 2 °C 

(*5)  �This function can be applied to 4 Way Cassette and Mini 4 Way Cassette only. If the air conditioner operates the heating mode immediately after 
finishing the cooling mode, the condensated water in the drain pan becomes water vapor by the heat of the indoor unit heat exchanger. Since the 
water vapor might be condensed on the indoor unit, which may fall into a living space, use this function to get rid of the water vapor out of the 
indoor unit by operating the fan (for maximum 20 minutes) even when the indoor unit is turned off after cooling mode is turned to heating mode .

	� Do not install the  
electronic heater in the  
flow channel of  
the indoor unit fan. 

Air Flow 

Suction side Discharge side 

Electronic heater should 
not be installed. 

Duct Indoor unit 

Option SEG19 SEG20 SEG21 SEG22 SEG23 SEG24

Explanation PAGE Individual control of a 
remote controller

Heating setting compensation / Removing 
condensated water in heating mode

EEV Step of stopped unit 
during oil return/defrost 

mode
Motion detect sensor -

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication

Details

Indication Details Indication DetailsHeating Setting 
Compensation

Removing 
Condensated 

Water in 
Heating Mode

3

0 or 1 channel 1 0 Default (*4) Disuse
0 Default 

value

0 Disuse

2 channel 2 1 2°C Disuse 1 Turn out in 30min. 
without motion

3 channel 3 2 5°C Disuse

1

Oil return 
or Noise 

decreasing 
in defrost 

mode

2 Turn out in 60min. 
without motion

4 channel 4

3 Default (*4) Use (*5) 3 Turn out in 120min. 
without motion

4 2°C Use (*5) 4 Turn out in 180min. 
without motion

5 5°C Use (*5)

5
Turn out in 30min. 
without motion or 

*advanced function

6
Turn out in 60min. 
without motion or 

*advanced function

7
Turn out in 120min. 
without motion or 

*advanced function

8
Turn out in 180min. 
without motion or 

*advanced function
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Option No. :  05XXXX-1XXXXX-2XXXXX-3XXXXX

 05 series installation option(Detailed)

Option SEG1 SEG2 SEG3 SEG4 SEG5 SEG6

Explanation PAGE MODE
Use of Auto Change 
Over for HR only in 

Auto mode
(When setting SEG3)

Standard heating temp. Offset
(When setting SEG3)

Standard cooling 
temp. Offset

(When setting SEG3)
Standard for mode 

change 
Heating → Cooling

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication Details Indication Details Indication Details Indication Details

0 5

0
Follow 

product 
option

0 0 0 0 0 1

1
Use Auto 
Change 
Over for 
HR only

1 0.5 1 0.5 1 1.5
2 1 2 1 2 2
3 1.5 3 1.5 3 2.5
4 2 4 2 4 3
5 2.5 5 2.5 5 3.5
6 3 6 3 6 4
7 3.5 7 3.5 7 4.5

Option SEG7 SEG8 SEG9 SEG10 SEG11 SEG12

Explanation PAGE
(When setting SEG3)

Standard for  
mode change  

Cooling → Heating

(When setting SEG3)
Time required  

for mode change

Compensation option for Long 
pipe or height diffference 

between indoor units

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication Details Indication Details

1

0 1 0 5 min. 0 Use default value
1 1.5 1 7 min.

1

1) Height difference(*1)  
is more than 30m  

or  
2) Distance(*2) is longer 

than 110m

2 2 2 9 min.

3 2.5 3 11 min.

4 3 4 13 min.

2

1) Height difference(*1)  
is 15~30m   

or  
2) Distance(*2)  
is 50~110m

5 3.5 5 15 min.
6 4 6 20 min.
7 4.5 7 30 min.

SEG1 SEG2 SEG3 SEG4 SEG5 SEG6

0 5 Use of Auto Change Over 
for HR only in Auto mode

(When setting SEG3)
Standard heating temp.

Offset

(When setting SEG3)
Standard cooling temp.

Offset

(When setting SEG3)
Standard for mode change  

Heating → Cooling
SEG7 SEG8 SEG9 SEG10 SEG11 SEG12

1
(When setting SEG3)

Standard for mode change  
Cooling → Heating

(When setting SEG3)
Time required for mode 

change

Compensation option for 
Long pipe or height difference 

between indoor units
- -

SEG13 SEG14 SEG15 SEG16 SEG17 SEG18

2 - - - - Control variables when using 
hot water / external heater

SEG19 SEG20 SEG21 SEG22 SEG23 SEG24
3 - - - - -

 05 series installation option

Setting an indoor unit address and installation option (Continued)
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(*1) Height difference :  �The difference of the height between the corresponding indoor unit and the indoor unit installed at the lowest place.  
For example, When the indoor unit is installed 40m higher than the indoor unit installed at the lowest place, select the option "1".

(*2) Distance :  �The difference between the pipe length of the indoor unit istalled at farthest place from an outdoor unit and the pipe length of the 
corresponding indoor unit from an outdoor unit.  
For example, when the farthest pipe length is 100m and the corresponding indoor unit is 40m away from an outdoor unit, select the 
option "2". (100 - 40 = 60m)

(*3) �Heater operation when the SEG9 of 02 series installation option is set to using hot water heater or when SEG15 is set to using external heater 
e.g. 1) 	 �Setting 02 series SEG9 =”1” / Setting 05 series SEG18 = “0”: Hot water heater is turned on at the same time as the heating thermostat is on, 

and turned off when the heating thermostat is off. 
e.g. 2) 	 �Setting 02 series SEG15 =”2” / Setting 05 series SEG18 =”A”: 
	 Room temp. ≤ set temp. + f(heating compensation temp.)  
	 - �External heater is turned on when the temperature is maintained as 4.5 °C for 10 minutes.  
	 Room temp. > set temp. + f(heating compensation temp.) 
	 - �External heater is turned off when the temperature is maintained as 4.5 °C + 1 °C (1 °C is the Hysteresis for On/Off selection.) 

Setting an indoor unit address and installation option (Continued)

Option  SEG13 SEG14 SEG15 SEG16 SEG17 SEG18 (*3)  

Explanation Control variables when using hot water / external heater 

Remote 
Controller 

Display 

Indication and 
Details 

Indication 
Details 

Set temp. for heater On/Off  Delay time for heater On  

2

0 At the same time as thermo on No delay 

1 At the same time as thermo on 10 minutes 

2 At the same time as thermo on 20 minutes 

3 1.5 °C No delay 

4 1.5 °C 10 minutes 

5 1.5 °C 20 minutes 

6 3.0 °C No delay 

7 3.0 °C 10 minutes 

8 3.0 °C 20 minutes 

9 4.5 °C No delay 

A 4.5 °C 10 minutes 

B 4.5 °C 20 minutes 

C 6.0 °C No delay 

D 6.0 °C 10 minutes 

E 6.0 °C 20 minutes 
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SEG 3, 4, 5, 6, 8, 9  additional information

When the SEG 3 is set as "1" and follow Auto Change Over for HR only operation, it will operate as follows.

Cooling/Heating mode can be changed when Thermo Off status is maintained during the time with SEG9.

A : Set with SEG4(˚C)
B : Set with SEG5(˚C)
C : Set with SEG6(˚C)
D : Set with SEG8(˚C)

Co
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Th
er
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g 
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m
o 

O
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B C

D
Ts

A

c

a

Temp.

d

b

Standard temp.  
for Heating

Standard temp.  
for Cooling

Standard temp. for 
Heating → Cooling

Standard temp. 
for Cooling → 

Heating

Set temp.  
for Auto mode

Setting an indoor unit address and installation option (Continued)
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Changing a particular option 

Option SEG1 SEG2 SEG3 SEG4 SEG5 SEG6

Explanation PAGE MODE The option mode 
you want to change

The tens’ digit of an 
option SEG you will 

change

The unit digit of an 
option SEG you will 

change
The changed value

Remote 
Controller 

Display

Indication 
and Details

Indication Details Indication Details Indication Details Indication Details Indication Details Indication Details

0 D Option mode 1~6
Tens’ digit of 

SEG
0~9

Unit digit of 
SEG

0~9
The changed 

value
0~F

You can change each digit of set option.

Option SEG1 SEG2 SEG3 SEG4 SEG5 SEG6

Explanation PAGE MODE The option mode 
you want to change

The tens’ digit of  
an option SEG  

you will change

The unit digit of  
an option SEG  

you will change
The changed value

Indication 0 D 2 1 7 1

��•	 When changing a digit of an indoor unit address setting option, set the SEG3 as ‘A’.
•	�� When changing a digit of indoor unit installation option, set the SEG3 as ‘2’. 
Ex) When setting the ‘buzzer control’ into disuse status. 

Note

	� If you are using heat pump model, mixed operation mode (two or more indoor units 
operating in different operation mode simultaneously) is not available when the 
indoor units are connected to same outdoor unit. If you set the master indoor unit 
with a remote controller, outdoor unit will operate in the mode which was set in the 
master indoor unit.

Setting an indoor unit address and installation option (Continued)
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Final Checks and User Tips

To complete the installation, perform the following checks and tests to ensure 
that the air conditioner operates correctly. 

1 Check the followings.

   Strength of the installation site 
   Tightness of pipe connection to detect a gas leak 
   Electric wiring connections
   Heat-resistant insulation of the pipe 
   Drainage 
   Earth conductor connection 
   Correct operation (follow the steps below) 

After finishing the installation of the air conditioner, you should explain the fol-
lowing to the user. Refer to appropriate pages in the User’s Manual. 

1 How to start and stop the air conditioner

2 How to select the modes and functions

3 How to adjust the temperature and fan speed

4 How to adjust the airflow direction 

5 How to set the timers

6 How to clean and replace the filters

��When you complete the installation successfully, hand over  
the User’s Manual and this Installation Manual to the user for 
storage in a handy and safe place. 

Note
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Troubleshooting

 1 Way cassette / 2 Way cassette

	 If an error occurs during the operation, an LED flickers and the operation is stopped except the LED.
	 If you re-operate the air conditioner, it operates normally at first, then detect an error again.

Detection of errors

LED Display on the receiver & display unit
LED Display

Abnormal condition Error 
code

LED Display

Green
(*Ice 
Blue)

Red
(*Yellow 
Green)

Error on indoor temperature sensor (Short or Open) E121

1. Error on Eva-in sensor (Short or Open)
2. Error on Eva-out sensor (Short or Open)
3. Discharge sensor error (Short or Open)

E122
E123
E126

Indoor fan error E154

1. Error on outdoor temperature sensor (Short or Open)
2. Error on cond sensor
3. Error on discharge sensor
Other outdoor unit sensor error that is not on the above list

E221
E237
E251

1. �When there is no communication between the indoor∙outdoor 
units for 2 minutes

2. Communication error received from the outdoor unit
3. 3 miniute tracking error on outdoor unit
4. �Communication error after tracking due to unmatching 

number of installed units
5. Error due to repeated communication address
6. Communication address not confirmed
Other outdoor unit communication error that is not on the above list

E101 

E102
E202
E201 

E108
E109

Self diagnosis error display
1. Error due to opened EEV (2nd detection)
2. Error due to closed EEV (2nd detection)
3. Eva in sensor is detached
4. Eva out sensor is detached
5. Thermal fuse error (Open)

E151
E152
E128
E129
E198

	 If you turn off the air conditioner when the LED is flickering, the LED is also turned off.
	 If you re-operate the air conditioner, it operates normally at first, then detect an error again.
	 When E108 error occurs, change the address and reset the system. 

Ex.) �When address of the indoor unit #1 and #2 are set as 5, address of the indoor unit #1 will become 5 and  
 indoor unit #2 will display E108, A002. 

	 When error occurs on AM✴✴✴HN1DEH✴/AM✴✴✴JN1DEH✴ model, open the horizontal blade to see the LED.
 *  The LED color of AM✴✴✴HN1DEH✴/AM✴✴✴JN1DEH✴ model.

 On     Flickering     Off
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Troubleshooting(Continued)

 1 Way cassette / 2 Way cassette(Continued)

Abnormal condition Error code

LED Display

Operation Defrost Timer Filter

Error on indoor temperature sensor (Short or Open) E121 × ◑ × ×

1. Error on Eva-in sensor (Short or Open)
2. Error on Eva-out sensor (Short or Open)
3. Discharge sensor error (Short or Open)

E122
E123
E126

◑ ◑ × ×

Indoor fan error E154 × × ◑ ×

1. Error on outdoor temperature sensor (Short or Open)
2. Error on cond sensor
3. Error on discharge sensor
Other outdoor unit sensor error that is not on the above list

E221
E237
E251 ◑ × ◑ ×

	 If you turn off the air conditioner when the LED is flickering, the LED is also turned off.
	 If you re-operate the air conditioner, it operates normally at first, then detect an error again.
	 When E108 error occurs, change the address and reset the system. 

Ex.) �When address of the indoor unit #1 and #2 are set as 5, address of the indoor unit #1 will become 5 and  
 indoor unit #2 will display E108, A002. 

	 When error occurs on AM✴✴✴HN1DEH✴/AM✴✴✴JN1DEH✴ model, open the horizontal blade to see the LED.
 *  The LED color of AM✴✴✴HN1DEH✴/AM✴✴✴JN1DEH✴ model.

 On     Flickering     Off

 4 Way cassette

Abnormal condition Error 
code

LED Display

Green
(*Ice 
Blue)

Red
(*Yellow 
Green)

1. �COND mid sensor is detached
2. �Refrigerant leakage (2nd detection)
3. �Abnomally high temperature on Cond (2nd detection)
4. �Low pressure s/w (2nd detection)
5. �Abnomally high temperature on discharged air on outdoor unit 

(2nd detection)
6. �Indoor operation stop due to unconfirmed error on outdoor unit
7. �Error due to reverse phase detection
8. �Comp stop due to freeze detection (6th detection)
9. �High pressure sensor is detached
10. �Low pressure sensor is detached
11. �Outdoor unit copression ration error
12. �Outdoor sump down_1 prevetion control
13. �Compressor down due to low pressure sensor prevention control_1
14. �Simultaneous opening of cooling/heating MCU SOL valve  

(1st detection)
15. �Simultaneous opening of cooling/heating MCU SOL valve (2nd detection) 
Other outdoor unit self-diagnosis error that is not on the above list

E241
E554
E450
E451
E416 

E559
E425
E403
E301
E306
E428
E413
E410
E180 

E181

Flowating s/w (2nd detection) E153

EEPROM error E162

EEPROM option error E163

Error due to incompatible indoor unit E164
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Troubleshooting(Continued)

Abnormal condition Error code

LED Display

Operation Defrost Timer Filter

1. �When there is no communication between the 
indoor∙outdoor units for 2 minutes

2. Communication error received from the outdoor unit
3. 3 miniute tracking error on outdoor unit
4. �Communication error after tracking due to unmatching 

number of installed units
5. Error due to repeated communication address
6. Communication address not confirmed
Other outdoor unit communication error that is not on the above list

E101 

E102
E202
E201 

E108
E109

× ◑ ◑ ×

Self diagnosis error display
1. Error due to opened EEV (2nd detection)
2. Error due to closed EEV (2nd detection)
3. Eva in sensor is detached
4. Eva out sensor is detached
5. Thermal fuse error (Open)

E151
E152
E128
E129
E198

× ◑ ◑ ◑

1. �COND mid sensor is detached
2. �Refrigerant leakage (2nd detection)
3. �Abnomally high temperature on Cond (2nd detection)
4. �Low pressure s/w (2nd detection)
5. �Abnomally high temperature on discharged air on 

outdoor unit (2nd detection)
6. �Indoor operation stop due to unconfirmed error on outdoor 

unit
7. �Error due to reverse phase detection
8. �Comp stop due to freeze detection (6th detection)
9. �High pressure sensor is detached
10. �Low pressure sensor is detached
11. �Outdoor unit copression ration error
12. �Outdoor sump down_1 prevetion control
13. �Compressor down due to low pressure sensor 

prevention control_1
14. �Simultaneous opening of cooling/heating MCU SOL 

valve (1st detection)
15. �Simultaneous opening of cooling/heating MCU SOL 

valve (2nd detection) 
Other outdoor unit self-diagnosis error that is not on the above list

E241
E554
E450
E451
E416 

E559

E425
E403
E301
E306
E428
E413
E410 

E180 

E181

× ◑ ◑ ◑

Flowating s/w (2nd detection) E153 × × ◑ ◑

EEPROM error E162 ◑ ◑ ◑ ◑

EEPROM option error E163 ◑ ◑ ◑ ◑

Error due to incompatible indoor unit E164 ◑ ◑ × ◑

 4 Way cassette(Continued)

	 If you turn off the air conditioner when the LED is flickering, the LED is also turned off.
	 If you re-operate the air conditioner, it operates normally at first, then detect an error again.
	 When E108 error occurs, change the address and reset the system. 

Ex.) �When address of the indoor unit #1 and #2 are set as 5, address of the indoor unit #1 will become 5 and  
 indoor unit #2 will display E108, A002. 

 On     Flickering     Off
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This product is RoHS compliant
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